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PROCUREMENT OF GOODS
UNDER
SHOPPING PROCEDURES

(For Contracts valued less than the
equivalent of US $30,000 each)
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INVITATION FOR QUOTATIONS FOR SUPPLY OF GOODS UNDER SHOPPING

PROCEDURES

To
Dear Sir,

Sub.: INVITATION FOR QUOTATIONS SUPPLY OF SCIENTIFIC

EQUIPMENT

L. You are invited to submit your most competitive quotation for the following goods:-
Brief Specifications Quantity Delivery Place of | Installation
Description % Period Delivery | Requirement
of the Goods if any
IAMINAR Refer Annex I 2Nos 10-15 NCSCM | YES
FLOW DAYS
CLASS -100

2. Government of India has received a credit from the International Development
Association (IDA) towards the cost of the Project and intends to apply part of the
proceeds of this credit to eligible payments under the contract for which this invitation
for quotations is issued.

3. Documents Establishing Bidder's Eligibility and Qualifications:

3.1  The Bidder shall furnish, as part of its quotation, following documents to establish the Bidder's
eligibility to quote and its qualifications to perform the Contract if its quotation is accepted -
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partnership;

(c) In case of manufacturer:

(i) Details of Manufacturing unit;

(i) Copy of Manufacturing license duly renewed up to date;
(ili) Copy of Capacity installation certificate;

(d)In case of agent, Manufacturer’s authorization to submit quotation on his behalf;

(e) In case of authorized dealer, valid dealership certificate as on date of opening for the
goods, for which quotation is being submitted;

(f) Copy,of Registration with Commercial Tax Authorities and TAN;

IS

(2) Bidder is manufacturer/agent authorized by the manufacturer/Authorized dealer;
(b) The legal status, place of registration, place of business of the company, or firm or
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8.
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(g) PAN with self attested copy of PAN; Satisfactory performance report from at least 2
clients in India or developed countries stating that he has supplied, installed and
commissioned satisfactorily at least 100 % of the quantity similar to the type
specified in the “Schedule of Requirements” in any one of the past three financial
years i.e. 2013 - 14 to 2015 — 16, which must be in satisfactory operation for at least
12 months on the date of opening of quotations.

The bidders should furnish the above information along with prescribed format attached.

(Attachment 1)

Bid Price

a) The contract shall be for the full quantity as described above. Corrections, if
any, shall be made by crossing out, initialing, dating and re-writing.

b) All duties, taxes and other levies payable on the raw materials and components
shall be included in the total price.

c) Sales tax in connection with the sale shall be shown separately.

d) The rates quoted by the bidder shall be fixed for the duration of the contract
and shall not be subject to adjustment on any account.

e) The Prices shall be quoted in Indian Rupees only.

Each bidder shall submit only one quotation. Bidder shall not contact other Bidders in
matters relating to this Quotation.

Validity of Quotation

Quotation shall remain valid for a period not less than 90 days after the deadline date
specified for submission.

Evaluation of Quotations

The Purchaser will evaluate and compare the quotations determined to be substantially
responsive i.e. which

(a)

(b)
(c)

Are properly signed;

Conform to the terms and conditions, and specifications and
Has submitted all the documents asked for in 3 above

The Quotations would be evaluated for all the items together.

Sales tax in connection with sale of goods shall not be taken into account in
evaluation.

Documents Establishing Goods' Conformity to Bidding Documents

a

The documentary evidence of conformity of the goods and services to the bidding
documents may be in the form of literature or drawings or any other documentary proof.
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9.1

0.2

10.

11.

12.

13.
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Award of contract

The Purchaser will award the contract to the bidder whose quotation has been
determined to be substantially responsive and who has offered the lowest evaluated
quotation price.

Notwithstanding the above, the Purchaser reserves the right to accept or reject any
quotations and to cancel the bidding process and reject all quotations at any time prior
to the award of contract.

The bidder whose bid is accepted will be notified of the award of contract by the
Purchaser prior to expiration of the quotation validity period. The terms of the
accepted offer shall be incorporated in the supply order.

Payment shall be made immediately after delivery of the goods.

Normal commercial warranty/ guarantee shall be applicable to the supplied goods.

You are requested to provide your offer latest by 20/06/2017 hours on 11.00am.

We look forward to receiving your quotations and thank you for your interest in this
project.

(Purchaser)

Name: N N o
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FORMAT OF QUOTATION *

Ttem Description of Quantity Unit Quoted Unit Cost

No. the goods unit price of Total Unit cost (Rs.)
for Incidental [Col(5+6)] Amount Sales and other
delivery Services In In words (Rs) taxes payable
up to (Rs) Flgu [Col(3x7)]
destination res

1 2 3 4 5 6 7 8 9 10
Gross Total Cost: Rs. ..cceevvriecrencnnnes

We agree to supply the above goods in accordance with the technical specifications for a total
contract price of Rs. ... (amount in figures ) (Rs.

............................................................................ amount in words) within the period specified
in the Invitation for Quotations.

We also confirm that the normal commercial warranty/guarantee of ........... months shall apply
to the offered goods.

We hereby certify that we have taken steps to ensure that no person acting for us or on our
behalf will engage in bribery or collusive agreements with competitors.

Signature of Supplier
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Attachment 1

Format of Performance Statement for the last three years to be submitted by the Bidder

IFQNo...cvvvvviennnn, Name of Bidder.........................
Order placed | Order No. | Description | Value of Date of Quantity Additional | Remarks Has the
by (Full and date and quantity | order completion of suppliesto | indicating | equipment
address of of (Rs.) of delivery supplies be made in | reason for | been
Purchaser) equipment As per made as the period late satisfactorily
ordered contract/ on date of this delivery, functioning
Actual or contract if any (Attach a
revised certificate
from the
Purchaser)
1 2 3 4 5 6 7 8 9
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Laminar Airflow Chamber

(Number required — 2 each different size)

Technical Specifications for Laminar Air flow chamber no.1
1. Operational Requirements
a. The basic equipment shall consist of a HEPA filter, pre filter, svitable
blower assembly, necessary lighting, indicators and controls for the
cabinet.

2. Type of Flow: Vertical — Re-circulatory

3. HEPA FILTER: Face dimensions: 4ft (L) X 2ft (W) X 6 ft The HEPA filter
should have rated efficiency of 99.97% (or better) at 0.3 microns to
provide product protection of Class 100 or exceeding Class 100
requirements of Federal Standards 209E or equivalent ISO within the
work.

4. Pre filter with Synthetic, non-woven polyester fibers having casing of
enamel painted CRCA frame with Retention of 10 - 15 Micron and 90 %
Efficiency. Washable with an arrestance of 90% or better
Dimensions : 32”(w) x30” (D)x33"(H)

Specifications

- With Airborne particulate controller and UV microprocessor controller

- Should qualify ISO 5 vertical laminar flow air standards

- Must have 360-degree visibility

- Integral polypropylene base for easy cleaning with thermoplastic
construction

- Built-in fluorescent light and Slip hatch access port

- HEPA filter monitor automatically indicates when filter change is required

- Sturdy cart for mobility

- Metal-free polypropylene construction available

- Ultra Low Particulate Air filter



10.

11.

IV bar, HEPA filter monitoring with audible/visible filier change alarms
Variable speed blower control and Lab event fimer

One-touch feature control

Switches and indicon‘o‘rs: Individual switches and indicator lamps for blower
motor, florescent lamp and UV lamp.

Low noise level

Should be suitable for Media plate pouring, Non-hazardous cell culture
and Sterile compounding

System Configuration Accessories, spares and consumables.

System as specified

Spare HEPA Filters and PRE Filters- 2 SETS EACH , 2 Germicidal UV lamp
Other fitting required for attaching auxiliary services are 1. Electrical
outlet socket (5 ampere rating) qty: (2 nos). 2. Valves for gas service-one
each for gas and vacuum.

Standards : Should be CE or FDA or BIS approved product
Electrical connection : 230V, AC, 15 Amp

Separate lighted power ON/OFF indicator switches for blower and

lighting.
Optional accessories:

Height-adjustable lab chair, Ergonomic foot rest
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Technical Specifications for Laminar Air flow chamber no. 2

1. Operational Requirements

The basic equipment shall consist of a HEPA filter, pre filter, suitable blower
assembly, necessary lighting, indicators and controls for the cabinet.

Dimensions: 96”(w) x30”(D) x37"(H)

With Airborne particulate controller and UV microprocessor controller

Should qualify ISO 5 vertical laminar flow air standards

HEPA filtration with all polypropylene construction

Built-in fluorescent lighting with all-white surfaces

Custom sturdy cart or stand, Cup sink and vacuum fittings

e N ook R

Desirable: Polypropylene base cabinet and Ultraviolet light source with full
sash
9. Required Applications:

* Should be suitable for Media plate pouring, non-hazardous cell culture, sterile
compounding and DNA /RNA extraction
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